Crown Lift Truck Test

The following bar graph is raw data from, Crown Lift Trucks corporate office for
Southern California, a warranty evaluation of a four year old, 36 volt forklift battery. It
was evaluated as a 3 hour battery on the first test and would need 4 cells rebuilt before it
could be returned to service, but 5 cycles after Battery Equaliser was added the battery
was returned to their customer as a full 6 hour battery. Quite a cost savings. This battery
could have been treated with Battery Equaliser and run as normal and the same
rejuvenation would have resulted. The sulfation was put back into solution and the battery
is running better than ever. We recommend Battery Equaliser should be used as a
preventive maintenance product on all new batteries to prevent this kind of sulfation
build-up. This was paraphrased from the technicians report given to me over the phone.
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Cell Voltage Without Battery Equaliser
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Hour 6| 1.58 1.40 [1.80 [1.77 | 1.74 1.76 | 1.80 | 1.77 |1.74 | 1.78 | 1.75 | 1.74 1.72 | 1.84 | 1.72
Hour 5| 1.59 1.84 [1.79 |1.82 1.82 |1.82 |1.80 | 1.82 |1.82 | 1.82 |1.79 1.78 | 1.73 | 1.81
Hour 4| 1.60 |1.87 |1.87 |1.91 |1.89 |1.88 |1.85 |1.80 |1.89 |1.88 |1.88 |1.89 {41.89 |1.88 |1.87 |1.88 |1.88 | 1.88
Hour 3|1.63 |1.94 |1.89 |1.95 |1.89 |1.89 [1.89 |1.92 |1.82 [1.92 |1.89 [1.92 |1.92 |1.88 |1.92 |1.92 | 1.89 | 1.89
Hour 2| 1.89 |1.98 |1.85 |1.98 [1.97 |1.96 |1.84 |1.97 |1.98 [1.97 [1.896 |1.97 |1.87 |1.86 |1.96 |1.98 |1.96 | 1.986
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